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ENGAGED DURABLE PERFORMANCES

BLEE

725 g/m?

TOTAL WEIGHT (DIN ISO 2286/2 1998)
Polyester + Architectural PVC
COMPOSITION

FABRIC DIN ISO 2075 » DIN ISO 2060

Warp: Polyester, 1100 dtex
Weft: Polyester, 1100 dtex
Weaving type: Plain weave
Coating technique: Direct coating

More info

1 colour

More info
Lacquering

Top: PVDF Fluomax
Bottom: Acrylic
Finishing: Glossy
Warranty

10 years

Mechanical properties
Breaking strength Warp
3000 N/5cm
ISO 1421/1 : 2016
Breaking strength Weft
3000 N/5cm
ISO 1421/1 : 2016
Tear strength Warp
300N
DIN 53363 : 2003
Tear strength Weft
300N
DIN 53363 : 2003
Adhesion
100 N/5em
I1ISO 2411 : 2017
Physical properties
Temperature resistance
-30/+70 °C
EN 1876/1 : 1998
Fire behaviour
M2
NF P 92-507:2004
Fire behaviour
B1
DIN 4102 : 1998
Fire behaviour
TESTED
AS 1530.2
Fire behaviour
PASS
BS7837 1996
Fire behaviour
PASS
CALIFORNIA T19



Fire behaviour
PASS

Fire behaviour
PASS

Reaction to fire
B-s2.d0

Solar Transmission (Ts)
10%

Visible light transmission (Tv)
9%

Solar Reflection (Rs)
79 %

UV Transmission (Tuv)
0%

Solar Reflectance Index (SRI)
98

Solar Factor (G value)
12%

U-Value (Vertical Airflow)
5,6 W/(m2K)

U-Value (Horizontal Airflow)
4,7 Wi(m2K)

Flex resistance
NO CRACKS

Fungal resistance
Degree 0, excellent

GOST

NFPA 701

EN 13501-1 + A1 2009

DIN EN 410

EN 410

DIN EN 410

DINEN 410

ASTM E 1930

DIN EN 13363-1

DIN EN 150 6946

DIN EN IS0 6946

DIN 53359-A

150 846-A
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